
> Capacitive Fingerprint Sensor, touch keypad, OLED display
> Waterproof, conforms to IP66
> Card type: EM Card or Mifare Card
> iOS and Android available
> Add / Delete users by APP
> Can set Time Restriction for users
> Temporary Password (One-time Or Period Code)
> Support checking Opening Record
> Remotely Access (Support 3G/4G/5G)
> Multiple Access Modes: Smartphone, Fingerprint, Card, PIN
> Doorbell Call Notice

用户容量
普通卡/销用户
常见的指纹用户
访客用户
恐慌用户

硬件用户：10880应用程序用户：500
9988
100（500，880可选）
10
2

引脚长度 4〜6位数
工作电压
空闲电流
活动电流

12〜28V AC/DC
≤60mA
≤150mA

接近读卡器
无线电技术
阅读范围

em或mifare
125kHz/13.56MHz
2〜6cm

接线连接 继电器输出，退出按钮，警报，门触点，Wiegand输入/输出
中继
可调继电器输出时间
锁定输出负载

一个（不，NC，常见）
0〜99秒（默认为5秒）
2最大2安培

Wiegand接口

引脚输出

EM卡版本：Wiegand 26〜44位输入和输出（出厂默认值：Wiegand 26BITS）
Mifare卡版本：Wiegand 26〜44位，56位，58位输入和输出（出厂默认值：Wiegand 34Bits）
4位，8位（ASCII），10位虚拟编号（出厂默认值：4位）

环境
工作温度
操作湿度

遇到IP66
-30°C〜60°C（-22°F〜140°F）
0％RH〜98％RH

身体的
颜色
方面
单位重量
运输重量

锌合金
Sliver＆Black
L145 x W68 x H25（mm）
500克
615克
























