Termdémetro de pared K3 PRO Termémetro de frente de medicién de temperatura infrarroja sin contacto
con alarma

Descripcion del producto

Termémetro de pared K3 Pro mejorado

Descripcién: El termémetro infrarrojo sin contacto de montaje en pared puede medir la temperatura a
una distancia de 2-4 pulgadas de la frente, mas saludable y seguro.Cuando la temperatura supera el
valor de temperatura normal, el termdédmetro digital sin contacto mostrara una luz roja y hacer un sonido
que le permitird saber si tiene fiebre, y esta temperatura puede mostrar lecturas en grados Celsius o
Fahrenheit.Rango de medicién de infrarrojos: 0 °C ~ 50

Caracteristica:

Termoémetro sin contacto: el termdmetro infrarrojo sin contacto puede medir la temperatura a una
distancia de 2-4 pulgadas de la frente, mas saludable y seguro.

Alarma de temperatura anormal: Si la temperatura supera el valor de temperatura normal, el termémetro
digital sin contacto mostrara una luz roja y emitird un sonido que le permitird saber si tiene fiebre, de lo
contrario solo mostrara una luz verde y su temperatura en 2C y °F Lectura: medicién de temperatura
precisa.Este termdmetro de frente puede mostrar lecturas en grados Celsius o Fahrenheit.Rango de
medicién infrarroja: 0 °C ~ 50 °C

2 Modo de medicién: mantenga presionado el orificio del interruptor de modo durante 3 segundos para
cambiar al modo de medicién de temperatura, modo de superficie, modo de objeto.

Facil instalacion: este termdmetro infrarrojo es muy facil de montar en la pared con clavos, ganchos,
cinta adhesiva de doble cara o soportes.
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Add: Block A, Zhantao Technology Building, Minzhi Avenue , Longhua District, Shenzhen, China

Intelligent photosensitive forehead thermometer,
can be Nail hooked/bracket fixed, etc.
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Technical Data

Method of measurement | Sensitivity sensor distance sensor | Operating mode Surface mode /body mode / Count mode
Temperature Unit CIF %”Eﬁgﬁ*,g;,"‘mpf;:ﬁ‘g 10-50°C

Accuracy 402 (34-457C) Range of Body Mode temperature | 35-42°C

Measuring distance 5=10cm Erwironment tempearature 10-40°C

Display 2 8inch LCD screen Counting capacity 9999 times

Install Method Nail hook/bracket fixing Record temperature data Suppoit to review 30 sets of data

Pawer supply USB /4 Af batteries Alarm Function Flash+sound alarm for about 10 seconds
Response time D5s |0 signal cutput Support{switch signal / pulse signal}
Working band Sum Body storage [ Connect to the computer 4"
Standby time 305 Volume setting A" Voice broadcast [
Product Size 170°115* 140mm Backlight switch [A” Automatic shut-down [
Natwaight 303g Upper atarm limit [ Whether to support charging [X]




K3 Pro
K3 Pro Infrared
Thermometer

Quick and accurate

n HD LCD screen
m Alarm Function

u Data Record

New upgrade .
High quality brings you real security

®
Fast Stable

0.15 fast temperature .
‘measurement Ergonomic design

Accurate Multi-functional

Display accuracy 0.1 °C Multi-functional design

0.1S QUICK TEST

Highly sensitive infrared thermometer, the temperature
can be measured in 0.1s.
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ERGONOMIC DESIGN

Follow the ergonomic design rules, can use with the tripod,
suitable for various places




MEMORY FUNCTION

With 30 sets temperature record, it is easy to view the
changes in body temperature,
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*PICTURE SHOWS THE CONTINUOUS MEASUREMENT RESULTS

NEW CHIP

K3 pro adopts new chip, the sensing time is faster, greatly
improving the measurement pass rate

PROFESSIONAL  0.1°CDIVISION
ALGORITHM VALUE

K3PRO -

CARE AT 0.1°C
New sensor and self-developed motherboard, the
temperature measurement accuracy is comparable to the
mercury thermometer

HIGH TEMPERATURE WARNING

Detection failure light prompt, abnormal temperature
warning function




INSTALL METHOD

Intelligent photosensitive forehead thermometer, can be
Nail hooked/bracket fixed, etc.
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