
 

Features:
smart card reader IP65 waterproof Wiegand 26 34 interface 125KHz RFID Access control card reader
> 125KHz Proximity /13.56MHz Mifare Card Reader
> Read Range: Up to 10CM(125KHz)/5CM(13.56MHz)
> 26/34bit Wiegand (default)
> Easy to install on Metal Door Frame or Mullion
> External LED Control
> External Buzzer Control
> Indoor / Outdoor Operation
> Solid Epoxy Potted
> Waterproof IP65
> Reverse Polarity Protection
 
Model ACM26M
Read Range EM: Up to 10CM, MF:Up to 5CM
Reading Time (Card) ≤300ms
Power / Current DC 6-14V / Max.70mA
Input Port 2ea (External LED Control, External Buzzer Control)
Output Format 26bit/34bit Wiegand (default)
LED Indicator 2 Color LED Indicators(Red and Green)
Beeper Yes
Operating Temperature -20° to +65°C
Operating Humidity 10% to 90% relative humidity non-condensing
Color Black
Material ABS+PC with texture
Dimension(W x H x T)mm 100X46X20mm
Weight 50g
Index of Protection IP65
 
 
 
 





 
 
 
 

Packing & Delivery
 
Packaging and delivery Details:
Package: One piece in one box, 100 pieces in one carton
Port: Shenzhen or Hong Kong
Lead time: 3~7 days after the order confirmed



We are looking forward to forging successful business relationships with new customers around the
world in the future.

Shipping way

We have been one of the leading
exporters of RFID products in China for
2000 years. With rich experience in
international trade, we know
international shipping very well, we know



which express or air / sea line is cheap
and safe for your country. We can provide
various certificates to clean your habit
such as CO, FTA, Form F, Form E ... ect.
We will provide our professional shipping
suggestion. EXW, FOB, FCT, CIF, CFR ...
trade terms are ok for us. We can be your
reliable partner for products and
shipments. 

 









 
 
 
 
 

 

 

 


